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MAGMA project was brought to life by Russian Company “KS-RUS”, manufactu-
ring  retail  furniture and shelving equipment for stores and supermarkets for
thirteen years. The  gained  experience  and  potential  allowed the Company to
carry out evolutionary  transition to an innovative new level of intellect, techno-
logies and manufacturing.

MAGMA  project  is  a  continuation  for  further  development  of the Company. 
Nowadays “KS-RUS”  became  a manufacturer and distributor of complex com-
mercial  equipment  for  supermarkets. Besides shelving, the company is manu-
facturing a large variety of refrigerated display cases and cabinets, in different 
versions, to provide any supermarket with a complete set of equipment. 
The Company  offers  Counters  of  different  application, two types of Cabinets, 
two types of low-temperature Islands, dual-basin  low-temperature Islands, and 
“short” Multy-deckl  cabinets. There  are  about one hundred different modifica-
tions with diverse sizes of units that include corner and side elements, allowing
to  arrange  Islands  of different  shapes.  All range of the manufactured  equip-
ment is included in the present Catalogue. 

With  steady  pace, the  Company  is continuing  to increase  the number of Mo-
dels  with plug-in  condensing  unit to meet the need of the most particular cus-
tomers.     
. 

Тel./Fax:�+7�495�993�35�62������������������� www.magmacold.ru

Retail equipment for complete furnishing
of stores, supermarkets and hypermarkets



Full range of commercial refrigerated equipment designed for store, supermarket
and hypermarket enhancement

Remote and plug-in condensing equipment
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Versions for Display Cases:
Deli, Bakery, “Ice bed”, Low-temperature
and Heated Display Case

Тel./Fax:�+7�495�993�35�62�������������������



Medium-temperature Deli Display Case  

Remote and plug-in condensing equipment

The Display case provides effective temperature range 
in ambient rating of 25   C and 60% RHî

Level of protection by casing for electrical equipment is IP 20

Agat
the version of  “Ice bed” 

Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kWt

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Agat - 125 Z
Agat - 187 Z
Agat - 250 Z
Agat - 375 Z
Agat - OU 45 Z
Agat - OU 90 Z
Agat - ZU 45 Z
Agat - ZU 90 Z

330
490
660
1000

No refrig.
500
400
500

0,05/0,07
0,07/0,085
0,1/0,12

0,15/0,18
0,01/ -

0,033/0,045
0,033/0,05
0,07/0,1

0,05/0,25
0,07/0,27
0,1/0,4

0,15/0,55
0,01/ -

0,033/0,185
0,033/0,235
0,07/0,47

1250
1875
2500
3750
990
1830
1471
2720

1340
1965
2590
3840

-
-
-
-

1230
1230
1230
1230
1215
1235
1265
1420

1220
1220
1220
1220
1220
1220
1220
1220

900
900
900
900
900
900
900
900

1,13
1,69
2,25
3,38
0,48
0,97
0,93
1,86

250
375
500
750
98

196
185
370

146
187
240
340
60

150
120
240

1250/1875/2500/3750

1220

1340/1965/2590/3840

900

870

1230

Agat
Versions

Cold Deli

“Ice bed”

“Preserves”

Open Corner 45

Open Corner 90

Closed Corner 45

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX

Temperature Range:

0 … +10   C (Deli)

0 … +5   C (“Ice bed”)

-6 … +5   C (Vacuum packaging products)

Standard Set

Artificial stone worktop surface

Tempered front glass with ram kit

Internal Lighting

Stainless steel trays

Electronic Controller with 
coordinated defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers: 
full profile, semi profile, narrow

Set of sliding glass doors in frame

Step-shaped trays: one-step tray, two-step tray 

Perforated tray (“Ice bed”)

î

î

î

î

î

î

î 
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Supplementary functions of the Display case allow connection to the “Televis”

Supervision and Monitoring Systems

AGAT medium-temperature Deli display-case 
is intended to display and sell foodstuff with storage temperature requirements,

corresponding to the temperature range of the display case.

The version of “Ice bed” is supplied with special ventilation system restraining Ice

melting and limiting foodstuff from the drying up.  

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

The Display case provides effective temperature range in ambient rating of 25   C and 60% RHî

Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kWt

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

138
180
224
316
57

108
94

170

250
375
500
750
98

196
185
370

1,13
1,69
2,25
3,38
0,48
0,97
0,93
1,83

900
900
900
900
900
900
900
900

1190
1190
1190
1190
1190
1190
1190
1190

1230
1230
1230
1230
1215
1235
1265
1420

1340
1965
2590
3840

-
-
-
-

1250
1875
2500
3750
900
1830
1470
2720

0,015/0,215
0,015/0,215
0,026/0,33
0,04/0,44

0,01/-
0,015/0,165
0,015/0,215
0,03/0,43

0,015/0,03
0,015/0,03
0,026/0,05
0,04/0,07

0,011/-
0,015/0,025
0,015/0,025
0,03/0,06

330
490
660
1000

No refrig.
500
200
400

 Agat - 125 O
Agat - 187 O
Agat - 250 O
Agat - 375 O
Agat - OU 45 O
Agat - OU 90 O
Agat - ZU 45 O
Agat - ZU 90 O

900

870

1230

1250/1875/2500/3750

1190

1340/1965/2590/3840

Agat
Versions

Cold Deli

“Ice bed”

“Preserves”

Open Corner 45

Open Corner 90

Closed Corner 45

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX

Temperature Range:

 0 … +10   C (Deli)

 0 … +5   C (“Ice bed”)

-6 … +5   C (Vacuum packaging products)

Standard Set

Artificial stone worktop surface

Tempered front glass 

Internal Lighting

Stainless steel trays

Electronic Controller with 
coordinated defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers: 
full profile, semi profile, narrow

Step-shaped trays: one-step tray, two-step tray 

Perforated tray (“Ice bed”)

Level of protection
by casing for electrical equipment is IP 20

î

î

î

î

î

î

î 

Medium-temperature Open Display Case
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AGAT Medium-temperature Open Display Case 
is intended to display and sell foodstuff with storage temperature requirements,

corresponding to the temperature range of the display case.

The version of  “Ice bed” is supplied with special ventilation system restraining Ice

melting and limiting foodstuff from drying up.  

Supplementary functions of the Display case allow connection to the “Televis” 

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Low Glass / Self-service Display Case

The Display case provides effective temperature range in ambient rating of 25   C and 60% RHî

      Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kW

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

880
880
880
880
880
880
880
880

900
900
900
900
900
900
900
900

1,13
1,69
2,25
3,38
0,48
0,97
0,93
1,83

250
375
500
750
98

196
185
370

133
180
214
301
55
98
93

152

Agat - 125 S
Agat - 187 S
Agat - 250 S
Agat - 375 S
Agat - OU 45 S
Agat - OU 90 S
Agat - ZU 45 S
Agat - ZU 90 S

330
490
660
1000

No refrig.
500
220
400

0,015/0,03
0,013/0,03
0,026/0,05
0,04/0,07

0,01/ -
0,013/0,025
0,015/0,025
0,03/0,06

0,015/0,215
0,013/0,215
0,026/0,33
0,04/0,44

0,01/ -
0,013/0,163
0,015/0,215
0,03/0,43

1250
1875
2500
3750
990
1830
1471
2720

1340
1965
2590
3840

-
-
-
-

1230
1230
1230
1230
1215
1235
1265
1420

900

870

1230 1340/1965/2590/3840

1250/1875/2500/3750

880

Agat
Versions

Cold Deli

“Ice bed”

“Preserves”

Open Corner 45

Open Corner 90

Closed Corner 45

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX

Temperature Range:

0 … +10   C (Deli)

0 … +5   C (“Ice bed”)

-6 … +5   C (Vacuum packaging products)

Standard Set

Artificial stone worktop surface

Tempered front glass 

Internal Lighting

Stainless steel trays

Electronic Controller with 
coordinated defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers: 
full profile, semi profile, narrow

Step-shaped trays: one-step tray, two-step tray 

Perforated tray (“Ice bed”)

Level of protection
by casing for electrical equipment is IP 20

î

î

î

î

î

î

î 
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Agat Medium-temperature Low Glass / Self-service Display Case 
is intended to display and sell deli, meet, fish, dairy products and other foodstuff
at the self service sections of supermarket. 
Narrow front panel and low glass provide easy access for the customer.

Supplementary functions of the Display case allow connection to the “Televis”

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Medium-temperature Bakery Display Case

Remote and plug-in condensing equipment

Agat
Versions

Bakery

Open Corner 45

Open Corner 90

Closed Corner 45

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX 

Temperature Range:

    +4... + 12  Ñ

Standard Set

Artificial stone worktop surface

Tempered front glass with ram kit

Internal Lighting

Stainless steel trays

Electronic Controller with 
coordinated defrost function 

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers:  
full profile, semi profile and narrow 

Step-shaped trays: one-step tray, two-step tray

 

Level of protection
by casing for electrical equipment is IP 20

î

The Display case provides effective
temperature range in ambient rating

of 25   C and 60% RHî

      Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kWt

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Agat - 125 KZ
Agat - 250 KZ
Agat - 375 KZ 
Agat - OU 45 KZ
Agat - OU 90 KZ
Agat - ZU 45 KZ
Agat - ZU 90 KZ

615
1210
1800

No refrig.
460
400
900

0,12
0,24
0,36
0,03
0,06
0,1
0,2

0,12
0,24
0,36
0,03
0,06
0,1
0,2

1250
2500
3750
990
1830
1471
2720

1340
2590
3840

-
-
-
-

1230
1230
1230
1215
1235
1265
1420

1220
1220
1220
1220
1220
1220
1220

900
900
900
900
900
900
900

1,13
2,25
3,38
0,48
0,97
0,93
1,86

250
500
750
98

196
185
370

160
270
380
65

160
130
250

200

290900

870

1230

1220

1250/2500/3750

1340/2590/3840
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Supplementary functions of the Display case allow connection to the “Televis”

Supervision and Monitoring Systems

AGAT Medium-temperature Bakery Display Case 
is intended to display and sell cake, pie and other pastry

with storage temperature requirements, corresponding

to the temperature range of the display case.

Multilevel deck provides increased area of display and maximum visibility. 

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Low-temperature Display Case

The Display case provides
effective temperature range 
in ambient rating of 25   C and 60% RHî

Agat
Versions

Closed Top

Open Top

Low Glass / Self-service

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 380/220 V, 50 Hz

Electronic Controller Eliwell ID 985 LX

Temperature Range:

   -18... -15  Ñ  

Standard Set

Artificial stone worktop surface

Tempered front glass with ram kit

Internal Lighting

Stainless steel trays

Electronic Controller with coordinated 
defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers: 
full profile, semi profile and narrow

Set of sliding glass doors in frame

Step-shaped trays: one-step tray, two-step tray 

PCV coated wire grids

Level of protection
by casing for electrical equipment is IP 20

î

Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kWt

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Agat - 125 N
Agat - 187 N
Agat - 250 N
Agat - 375 N

450
680
900
1350

0,18
0,24
0,38
0,54

1,43
2,07
3,12
4,3

1250
1875
2500
3750

1340
1965
2590
3840

1230
1230
1230
1230

1200
1200
1200
1220

830
830
830
830

1,04
1,56
2,08
3,13

229
343
458
689

160
250
310
445

870

830

1230

1250/1875/2500/3750

1340/1965/2590/3840

1220
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AGAT Low-temperature Display Case 
is intended to display and sell foodstuff with storage temperature requirements,

corresponding to the temperature range of the display case.

The Display Case has three versions that are: Closed Top, Open Top and Self-service.

Supplementary functions of the Display case allow connection to the “Televis”

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Display Case  

      Version Refrige-
rating

Capacity
Wt

Rated power
consumption/
with electric

defrost
kWt

Maximal power
consumption/
with electric

defrost
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kgг

Malahit - 125 
Malahit - 187
Malahit - 250
Malahit - 375
Malahit - OU 90
Malahit - ZU 90

330
490
660
1000
500
400

0,05/0,07
0,07/0,085
0,1/0,12

0,15/0,18
0,033/0,045

0,07/0,1

0,05/0,25
0,07/0,27
0,1/0,4

0,15/0,55
0,033/0,185
0,07/0,47

1250
1875
2500
3750

-
-

1340
1965
2590
3840

-
-

1105
1105
1105
1105

-
-

1210
1210
1210
1210
1210
1210

800
800
800
800
800
800

1,00
1,50
2,00
3,00

-
-

210
315
420
630

-
-

140
190
230
320
140
230

Malahit
Versions

Cold Deli

Vacuum packaging products

“Ice bed”

Open Corner 90

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller  Eliwell ID 983 LX 

Temperature Range: 

    0... +10  Ñ (Deli)

  - 6... + 6  Ñ (Vacuum packaging products) 

    0... + 5  Ñ (“Ice bed”)

Standard Set

Artificial stone worktop surface

Upward tilting tempered front glass 
with ram kit

Internal Lighting

Stainless steel trays

Electronic Controller with 
coordinated defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories

Glass dividers: 
full profile, semi profile, narrow

Step-shaped trays: one-step tray, 
                                     two-step tray 

î

î

î

865

1125

800

1250/1875/2500/3750

1340/1965/2590/3840

1210

î

î

Level of protection 
by casing for electrical equipment is IP 20 

Standard version goes with feet
(lower closing goes upon request)

The Display case provides effective temperature range in ambient rating of 25   C and 60% RHî
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MALAHIT medium-temperature Display-case 
is intended to display and sell foodstuff with storage temperature requirements,

corresponding to the temperature range of the display case.

Supplementary functions of the Display case allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Low-temperature Display Case Malahit
Versions

Low-temperature

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 380/220 V, 50 Hz

Electronic Controller Eliwell ID 985 LX 

Temperature Range:

   -18... -15  Ñ  

Standard Set

Postforming worktop surface

Tempered front glass with ram kit open 
by upward tilted or lift-up system 

Internal Lighting

Stainless steel trays

Electronic Controller with coordinated 
defrost function 

Ventilated defrost 

Lightweight wooden packing 

Accessories

Glass dividers:  
full profile, semi profile and narrow

Set of sliding glass doors in frame

Step-shaped trays: one-step tray,  
                                     two-step tray 

PCV coated wire grids

Level of protection 
by casing for electrical equipment is IP 20 

î

      Version Refrige-
rating

Capacity
Wt

Rated power
consumption

for standard set 
kWt
kWt

Maximal power
consumption

for standard set 
kWt

Length
without

Side ends
mm

Length
without

Side ends
mm

Width
mm

Height
mm

Display
area
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kgг

Malahit - 125 N
Malahit - 187 N
Malahit - 250 N
Malahit - 375 N

450
680
900
1350

0,18
0,24
0,38
0,54

1,43
2,07
3,12
4,3

1250
1875
2500
3750

1340
1965
2590
3840

1125
1125
1125
1125

1210
1210
1210
1210

790
790
790
790

0,99
1,48
1,98
2,96

218
326
436
651

155
225
300
430

765

865

1125

1250/1875/2500/3750

1340/1965/2590/3840

1210

The Display case provides effective temperature range in ambient rating of 25   C and 60% RHî

Standard version goes with feet
(lower closing goes upon request)
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MALAHIT low-temperature Display-case 
is intended to display and sell foodstuff with storage temperature requirements,

corresponding to the temperature range of the display case.

The Display case goes with two versions: upward tilted and lift-up system.

Supplementary functions of the Display case allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Low-temperature Isle Cabinet
with Low Panoramic Glass Walls

The Isle Cabinet can be supplied with two-level
hardware
The width for the upper shelf is 600 mm 

The width for the lower shelf is 400 mm

The length of the shelf equals to the length of the Cabinet

without side ends

A load for each 1m2  of the shelf is 150 kg

The Isle Cabinet provides effective temperature
range  in ambient rating of 25   C and 60% RHî

Rubin 
Versions

Low-temperature with glass walls

Low-temperature with solid side ends

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220/320 V, 50 Hz

Electronic Controller Eliwell ID 985 LX

Temperature Range:

    -22... - 18  Ñ  

Standard Set

Electronic Controller with coordinated 
defrost function 

Connection kit to the drain system

Triple-glazed panels

Base grids

Thermostatic expansion valve 
designed for R404A

Lightweight wooden packing 

Accessories

Night cover

Night cover with cuts to fit Hardware

PVC coated wire transverse dividers

One-level and two-level hardware

Set of Anti-condensate flexible heating 
elements for insulating glass unit 

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

     Version Refrige-
rating

Capacity
Wt

Rated power
consumption
for standard/

 maximal set *
kWt

Maximal power
consumption
for standard/

 maximal set *
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Basin
depth/

load depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Rubin - 250 
Rubin - 375 

1000
1500

0,54/0,66
0,79/0,94

3,3/3,4
4,5/4,7

2500
3750

2670
3920

1640
1640

970
970

1300/320
1300/320

3,25
4,87

1050
1560

322
482

* - Maximal set of features for the Isle Cabinet comprises hardware lighting

1300

320

1640

970

2500/375

2670/3920

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets



www.magmacold.ru

RUBIN low-temperature Island 
is created to display and sale frozen and deep-frozen

food products.

The two versions of Island are secured with glass walls

or solid side ends.

Supplementary functions of the Island allow connection to the “Televis”

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Low-temperature Isle Cabinet
with High Panoramic Glass Walls 

The Isle Cabinet provides effective temperature range  in ambient rating of 25   C and 60% RHî

Rubin 
Versions

Low-temperature with high frames

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220/320 V, 50 Hz

Electronic Controller Eliwell ID 985 LX

Temperature Range:

    -22... - 18  Ñ  

Standard Setv

Electronic Controller with coordinated 
defrost function 

Connection kit to the drain system

Triple-glazed panels 

Base grids

Thermostatic expansion valve  
designed for R404A 

Lightweight wooden packing 

Accessories

Night cover

Night cover with cuts to fit Hardware

PVC coated wire dividers

One-level and two-level hardware

Set of Anti-condensate flexible heating  
elements for insulating glass unit 

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

      Version Refrige-
rating

Capacity
Wt

Rated power
consumption
for standard/

 maximal set *
kWt

Maximal power
consumption
for standard/

 maximal set *
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Basin
depth/

load depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Rubin - 250 
Rubin - 375 

1000
1500

0,54/0,66
0,79/0,94

3,3/3,4
4,5/4,7

2500
3750

2670
3920

1640
1640

970
970

1300/320
1300/320

3,25
4,87

1050
1560

322
482

* - Maximal set of features for the Isle Cabinet comprises hardware lighting

2670/3920

2500/3750

1658

970
415

1300

1640

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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RUBIN low-temperature Island 
is created to display and sale frozen and deep-frozen

food products.

Supplementary functions of the Island allow connection to the “Televis”

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Isle Cabinet with Solid End Walls

*  Maximal set of features for the Isle Cabinet comprises hardware lighting

The Isle Cabinet can be supplied with two-level
hardware
The width for the upper shelf is 600 mm 

The width for the lower shelf is 400 mm

The length of the shelf equals to the length of the Cabinet

without side ends

A load for each 1m2  of the shelf is 150 kg 

Topaz 
Versions

Low-temperature with solid end walls

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220/320 V, 50 Hz

Electronic Controller Eliwell ID 985 LX

Temperature Range:

    -22... - 18  Ñ  

Standard Set

Electronic Controller with coordinated 
defrost function 

Connection kit to the drain system

Base grids

Thermostatic expansion valve 
designed for R404A 

Lightweight wooden packing 

Accessories
Night cover

Night cover with cuts to fit Hardware

PVC coated wire transverse dividers

One-level and two-level hardware

Set of Anti-condensate flexible heating  
elements for insulating glass unit

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

      Version Refrige-
rating

Capacity
W

Rated power
consumption
for standard/

 maximal set *
kWt

Maximal power
consumption
for standard/

 maximal set *
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Basin
depth/

load depth
mm

Storage
area
m2

Storage
area
m2

Weight
without

side ends
kg

Topaz - 250 
Topaz - 375 

1000
1500

0,37/0,48
0,52/0,67

3,1/3,2
4,3/4,4

2500
3750

2670
3920

1640
1640

970
970

1300/450
1300/450

3,25
4,87

1460
2200

322
472

630

430 310

1660

970940

1640

1300
450

1670

2670/3920

2500/3750

The Isle Cabinet provides effective temperature
range  in ambient rating of 25   C and 60% RHî

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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TOPAZ low-temperature Island 
is created to display and sale frozen and deep-frozen food products.

Supplementary functions of the Island allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

The Isle Cabinet can be supplied with two-level
hardware
The width for the upper shelf is 600 mm 

The width for the lower shelf is 400 mm

The length of the shelf equals to the length

of the Cabinetwithout side ends

A load for each 1m2  of the shelf is 150 kg

The Isle Cabinet provides effective
temperature range  in ambient rating

of 25   C and 60% RHî

*  Maximal set of features for the Isle Cabinet comprises hardware lighting          **  TP - Right-angled side end           ***  TZ - Rounded side end

Sapfir 
Versions

Dual basin isle cabinet

Sole basin multi-deck cabinet

Rounded side unit

Right-angled side unit 

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220/320 V, 50 Hz

Electronic Controller Eliwell ID 985 LX 

Temperature Range:

    -20... - 18  Ñ  

Standard Set

Electronic Controller with coordinated 
defrost function 

Connection kit to the drain system

Triple-glazed panels

Base grids

Thermostatic expansion valve 
ddesigned for R404A 

Lightweight wooden packing 

Accessories
Night curtain

PVC coated wire dividers: transverse 
and lengthwise

Two-level and three-level hardware

Set of Anti-condensate flexible heating  
elements for insulating glass unit 

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

Low-temperature Isle Cabinet with Panoramic Glass Walls

     Version Refrige-
rating

Capacity
Wt

Rated power
consumption
for standard/

 maximal set *
kWt

Maximal power
consumption
for standard/

 maximal set *
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Basin
depth/

load depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Sapfir - 250 
Sapfir - 375 
Sapfir - TP**
Sapfir - TZ***

800
1200
750
750

0,46/0,59
0,62/0,81

0,39
0,39

3,2/3,32
4,38/4,56

1,98
1,99

2500
3750
2080
2080

2680
3930

-
-

1150
1150
1150
1150

945
945
945
945

813/435
813/435
813/435
813/435

2,03
3,05
1,6
1,4

885
1326
680
600

304
456
233
210

2500/3750

1650

2680/3930

500

400

400

280

280

945

813

435

1150

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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SAPFIR low-temperature Island 
is created to display and sale frozen and deep-frozen food products.

Supplementary functions of the Island allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Sapfir 
Versions

Linea 

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220/320 V, 50 Hz

Electronic Controller Eliwell ID 985 LX

Temperature Range:

    - 20... - 15  Ñ  

Standard Set

Electronic Controller with coordinated 
defrost function 

Connection kit to the drain system

Triple-glazed panels

Two levels of shelves by the depth of 400 mm

Base grids

Thermostatic expansion valve  
designed for R404A 

Lightweight wooden packing 

Accessories

PVC coated wire dividers: transverse 
and lengthwise

Set of Anti-condensate flexible heating 
elements for insulating glass unit 

Price holders

Level of protection 
by casing for electrical equipment is IP 20

î

Low-temperature Island combined with refrigerated Cabinet 

Low-temperature Island combined 
with refrigerated Cabinet provides
effective temperature range  in ambient

rating of 25   C and 60% RHî

     Version Refrige-
rating

Capacity
Wt

Rated power
consumption

kWt

Maximal power
consumption

kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Basin
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

V*Sapfir - 250 
V*Sapfir - 375 
Sh*Sapfir - 250
Sh*Sapfir - 375

800
1200
700
1100

0,54
0,57
0,56
0,79

3,3
4,4

3,82
5,32

2500
3750
2500
3750

2600
3850
2600
3850

1110
1110
1110
1110

945
945
1280
1280

813
813
450
450

2,03
3,05
5,0
7,5

885
1326
890

1360

304
456
100
150

V*      Sapfir Basin

Sh*   Sapfir Cabinet

         

Remote and plug-in condensing equipment

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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SAPFIR low-temperature Island combined with refrigerated Cabinet 
is created to display and sale frozen and deep-frozen food products.

Supplementary functions of the Island allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Multi-deck Cabinet 
Izumrud 
Versions

Linear cabinet

Side section

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX

Temperature Range:

    + 1... + 7  Ñ  

Standard Set

Upper lighting

Two rows of 400 mm and 500 mm
 shelves with adjustable inclination 

Electronic Controller with coordinated 
defrost function 

Electrical defrost by heaters

Connection kit to the drain system

Lightweight wooden packing 

Accessories

Supplementary lighting of shelves

Front risers for shelf

Full profile dividers 

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

      Version Refrige-
rating 

Capacity
Wt

Rated power
consumption 
or standard/

maximal set *
kWt

Maximal power
consumption/
with electric

defrost*
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Load
depth

main deck
mm

Storage
area
m2

Weight
without

side ends
kg

Izumrud - 125 
Izumrud - 250 
Izumrud - 375 
Izumrud - TK* 

1200
2400
3600
1000

0,07/0,11
0,12/0,2
0,18/0,3

0,04/0,09

0,25/0,29
0,39/0,48
0,55/0,67
0,23/0,28

1250
2500
3750
2100

1340
2590
3840

-

1115
1115
1115
1115

1580
1580
1580
1580

780
780
780
780

2,1
4,2
6,3

2,46

75
120
165
110

Load
depth suppl.

deck
mm

500/400
500/400
500/400
500/400

1580

1250 1115

780

645

370

240500

400

1580

The Multi-deck  Cabinet provides effective temperature range  in ambient rating of 25   C and 60% RHî

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets

*  TK - Rounded side end
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IZUMRUD Medium-temperature Multi-deck Cabinet 
is intended to display and sell deli meet and fish, cheese, dairy products

and other foodstuff with storage temperature requirements, corresponding

to the temperature range of the display case.

Side elements allow to form Island displays out of Cabinets.

Supplementary functions of the Cabinet allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Bakery Display Case

The Display case provides effective temperature range  in ambient rating of 25   C and 60% RH
î

Granat 
Versions

Bakery

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX

Temperature Range:

    + 4... + 12  Ñ  

Standard Set

Downward tilted curved glass panel

Rear sliding glass panels

Internal Lighting

Pull-out main deck

3 rows of 300, 400 and 500 mm shelves

Trays 

Electronic Controller with coordinated 
defrost function

Ventilated defrost

Lightweight wooden packing 

Accessories
Step-shaped trays: one-step tray, 
                                    two-step tray 

Level of protection 
by casing for electrical equipment is IP 20 

î

Version Refrige-
rating 

Capacity
Wt

Rated power
consumption 
for standard

 set 
kWt

Maximal power
consumption
for standard

 set 
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Load
depth

main deck
mm

Storage
area
m2

Weight
without

side ends
kg

Granat - 125
Granat - 250
Grana t- 375 

  

410
820
1230

0,17
0,34
0,51

0,17
0,34
0,51

1250
2500
3750

1380
2630
3880

1090
1090
1090

1340
1340
1340

760
760
760

2,31
4,62
6,93

204
385
567

Load
depth suppl.

deck
mm

500/400/300
500/400/300
500/400/300

1090

300

400

500

760

1250/2500/3750

1340

1380/2630/3880

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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GRANAT Bakery Display Case 
is intended to display and sell cake, pie and other pastry with storage temperature requirements,

corresponding to the temperature range of the display case. 

Supplementary functions of the Display case allow connection to the “Televis”

Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Multi-deck Cabinet Kvarts 

Versions

Deli 

Fruit

Side section 

Open Corner 90

Closed Corner 90

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX 

Temperature Range:

    + 1... + 7  Ñ  (Deli) 

    + 3... + 10  Ñ  (Fruit)

Standard Set

Upper lighting

Electronic Controller with coordinated 
defrost function 

Electrical defrost by heaters

Connection kit to the drain system

Lightweight wooden packing 

Accessories

Mirror side panels

Supplementary lighting of shelves

Night blinds

Front risers for shelf

Full profile dividers, base panel dividers

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î

î

î

 Version Refrigerating 
capacity

Wt

Rated power
consumption
for standard/
maximal set *

kWt

Maximal power
consumption
for standard/
maximal set *

kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Height
mm

Load depth
main/

suppl. deck
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Kvarts - 205 G
Kvarts - 205 F
Kvarts - 250 G
Kvarts - 250 F
Kvarts - 375 G
Kvarts - 375 F
Kvarts - TR205 G
Kvarts - TR205 F
Kvarts - OU90 G
Kvarts - OU90 F
Kvarts - ZU90 G
Kvarts - ZU90 F

2700
2700
3300
3300
5000
5000
2700
2700
1200
1200
1500
1500

0,11/0,36
0,1/0,23

0,15/0,38
0,13/0,25
0,19/0,56
0,18/0,37
0,11/0,36
0,1/0,23

0,05/0,13
0,05/0,1
0,05/0,11
0,05/0,1

0,38/0,63
0,38/0,51
0,40/0,65
0,40/0,53
0,55/0,93
0,55/0,74
0,38/0,63
0,38/0,51
0,19/0,26
0,19/0,24
0,24/0,26
0,19/0,24

2050
2050
2500
2500
3750
3750
2050
2050
1885
1885
2583
2583

2160
2160
2610
2610
3860
3860
2160
2160

-
-
-
-

1120
1120
1120
1120
1120
1120
1120
1120
1150
1150
1330
1330

2250
2250
2250
2250
2250
2250
2250
2250
2250
2250
2250
2250

765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500
765/600/500

9,13
6,67
10,75
7,75
15,25
10,75
9,13
6,67
3,72
2,48
7,92
5,28

2153
2153
2625
2625
3938
3938
2153
2153
1094
1094
2330
2330

240
240
270
270
400
400
240
240
150
150
200
200

*  Maximal set includes lighting of decks
G – Deli           F – Fruit       TR – Side section              OU – Corner section, open angle               ZU – Corner section, closed angle

1120

500

600

1745

240

240

240

240

240

765

340

2583

1120

1328
1333

1120

1333

2250

2160/2610/3860

2050/2500/3750

The Multi-deck Cabinet provides effective temperature range   in ambient rating of 25   C and 60% RHî

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets

î
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KVARTS Medium-temperature Multi-deck Cabinet 
is intended to display and sell deli meet and fish, cheese, dairy products

and other foodstuff with storage temperature requirements, corresponding

to the temperature range of the Cabinet. 

Supplementary functions of the Cabinet allow connection

to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Multi-deck Cabinet

      Version Refrigerating 
capacity

Wt

Rated power
consumption
for standard/

 maximal set *
kWt

Maximal power
consumption
for standard/

 maximal set *
kWt

Length
without

Side ends
mm

Length
with

Side ends
mm

Width
mm

Width
mm

Load depth
main/

suppl. deck
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

2050
2050
2500
2500
3750
3750
2050
2050

2160
2160
2610
2610
3860
3860
2160
2160

1120
1120
1120
1120
1120
1120
1120
1120

2200
2200
2200
2200
2200
2200
2200
2200

700/500
700/500
700/500
700/500
700/500
700/500
700/500
700/500

7.9
5.85
9,25
6,75
13,0
9,25
7,9
5,85

1794
1794
2188
2188
3281
3281
1794
1794

240
240
270
270
400
400
240
240

Onix - 205 G
Onix - 205 F
Onix - 250 G
Onix - 250 F
Onix - 375 G
Onix - 375 F
Onix - TR 205 G
Onix - TR 205 F

3000
3000
3600
3600
5400
5400
3000
3000

0,16/0,52
0,16/0,34
0,21/0,64
0,21/0,48
0,31/0,96
0,31/0,64
0,16/0,52
0,16/0,34

0,44/0,8
0,34/0,62
0,49/0,92
0,49/0,7

0,68/1,33
0,68/1,0
0,44/0,8

0,34/0,62

*  Maximal set includes lighting of decks
G – Deli    F – Fruit       TR – Side section 

1120

500

700

1745

240

240

240

240

240

280

2160/2610/3860

2220

2050/2500/3750 1120

500

730

2220 1988

1196

30

Onix 

Versions

Deli 

Fruit

Side section 

Front container

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX 

Temperature Range:

    + 1... + 7   Ñ  (Deli) 

    + 3... + 10   Ñ  (Fruit)

Standard Set

Upper lighting

Electronic Controller with coordinated 
defrost function 

Electrical defrost by heaters

Connection kit to the drain system

Lightweight wooden packing 

Accessories

Mirror side panels

Supplementary lighting of shelves

Night blinds

Front risers for shelf

Full profile dividers, base panel dividers

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î 

î

The Multi-deck Cabinet provides effective temperature range   in ambient rating of 25   C and 60% RHî

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets



www.magmacold.ru

ONIX Medium-temperature Multi-deck Cabinet 
is intended to display and sell deli meet and fish, cheese, dairy products

and other foodstuff with storage temperature requirements, corresponding

to the temperature range of the Cabinet.

Supplementary functions of the Cabinet allow

connection to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Remote and plug-in condensing equipment

Medium-temperature Multi-deck Cabinet for Vegetables

The Multi-deck Cabinet
provides effective tempe-
rature range range in

ambient rating of 25   C

and 60% RH

î

Înix
Versions

Linear wall cabinet for vegetables

Technical Data

Ventilated refrigeration system

Automatic defrost

R404A Refrigerant

Electricity usage: 220 V, 50 Hz

Electronic Controller Eliwell ID 983 LX 

Temperature Range:

         + 1... + 10   Ñ   

Standard Set

Upper lighting

Electronic Controller with coordinated 
defrost function 

Electrical defrost by heaters

Connection kit to the drain system

Lightweight wooden packing 

Accessories

Mirror side panels

Supplementary lighting of shelves

Front risers for shelf

Full profile dividers, base panel dividers

Price holders

Level of protection 
by casing for electrical equipment is IP 20 

î 

     Version Refrigerating 
capacity

Wt

Rated power
consumption
for standard

kWt

Maximal
power

consumption
for standard

kWt

Length
without

side ends
mm

Length
with

side ends
mm

Width
mm

Height
mm

Load
depth
mm

Storage
area
m2

Display
effective
capacity

dm3

Weight
without

side ends
kg

Onix - 250 
Onix - 375 

4100
6200

0,21
0,31

0,49
0,68

2500
3750

2610
3860

1090
1090

2120
2120

730
730

-
-

2180
3280

230
340

1228

575

2185

1225

2015

1110

730

500

400

30

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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ONIX Medium-temperature Multi-deck Cabinet for Vegetables 
intended to display and sell fruits, produce and other food products with storage

temperature requirements, corresponding to the temperature range of the Cabinet. 

Supplementary functions of the Cabinet case allow

connection to the “Televis” Supervision and Monitoring Systems

Тel./Fax:�+7�495�993�35�62�������������������



Shelving systems 

MAGMA shelving systems  are designed to display and sell manufactured goods,

as well as treated, non-perishable food products.

Linear shelf with rounded corner section

Shelf with front upright 

Loading capacity 200 kg

Height of the shelf 2200 mm

Length of sections 1000 mm, 1250 mm, 1330 mm

Depth of base shelf 600 mm, 700 mm

Depth of shelf 600 mm, 700 mm

MAGMA shelving systems   ïare manufactured by Hi-Tec equipment

Improved construction of shelves ensures bigger loading capacity and longstanding employment.

Powder coating painting provides secure and durable covering.

           Production  of  retail  equipment  for  complete  furnishing  of  stores,  supermarkets  and  hypermarkets
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Versions

Wall System

Gondola System

Right-angled End Unit  

Rounded End Unit

Corner Unit

Rounded Corner Unit 

Technical Data

PVC coating

Basic upright 60 x 40 mm, 80 x 40 mm

Perforation spacing 40 mm

Single-piece shelf 
with reinforced stiffener 

Length of shelves:
650 mm, 800 mm, 1000 mm, 1250 mm, 1330 mm

Depth of shelves:
300 mm, 400 mm, 500 mm, 600 mm, 700 mm

Maximal Loading capacity 160 kg

Adjustable uprights

Accessories

Front risers

Rounded shelf risers

Dividers

Price holders

Hooks and double hooks

Metal grids

Bakery shelves and wooden boxes

Boxes for free-flowing products

MAGMA shelving systems

Island Shelving System with Rounded End Unit

Тel./Fax:�+7�495�993�35�62�������������������
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Retail equipment for complete furnishing
of stores, supermarkets and hypermarkets

Retail Service Centers:

OOO KS-Holod

N14, Lev Tolstoy St

141201, Pushkino, Moscow region

Russian Federation

Tel./Fax: + 7 945 993 35 62

Obchodní  vybavení  s.r.o.

U Skolky 171,  373 67

Borek, Czech Republic

Tel./Fax: +420 380 120 402

Tel./Fax: +420 776 178 478

 

Тel./Fax:�+7�495�993�35�62�������������������
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